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TEST SECTION DIMENSION 
(M)

SPEED 
(MACH) TEMPERATURE (°C) ALTITUDE 

(M)

MAIN 2.25 x2.35 0.41 -32 < Ts < +40 7000

SECONDARY 1.15 x 2.35 0.7 -40 < Ts < +40 7000

ADDITIONAL 3.60 x 2.35 0.25 -32 < Ts < +40 7000

OPEN-JET 2.25 x 2.35 0.34 -32 < Ts < +40 7000
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SCIROCCO DATASHEET
Arc Heater electrical power (max.) 70MW Air Mass flow 0,2 – 3,5kg/s

Total enthalpy (bulk) 2,5 – 45MJ/kg Test duration Up to 25min.

Heat Flux1 125 – 3000kW/m2 Test Chamber size 9,2m (H) x 5m (D)

Flow speed 2000 – 7000 m/s Nozzles Diameter (m) 0,9; 1,5; 1,35; 1,95

GHIBLI DATASHEET
Arc Heater electrical power (max.) 1,75MW Air Mass flow 1 – 36g/s

Arc Heater total enthalpy 10 – 30MJ/kg Test duration Up to 25min.

Heat Flux 125 – 3000kW/m2 Test Chamber size 2m (L) x 1,8m (D)

Flow speed 3000 – 5000 m/s Nozzle Diameter (mm) 152
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MEDIUM SCALE VACUUM CHAMBER (MSVC) 

Dimensions (ab.) 1.9 m D (inner) x 4.0 m length

Vacuum
Up to 1e-8 mbar (ultimate pressure)

Lower than 4.0e-5 mbar (@15 mg/s)

Applications R&D purposes, equipped with advanced plasma diagnostics

Propellants N2, Ar, Kr, Xe 
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